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Dear customer,
Thank you for purchasing our product.

The present document provides information at best of our knowledge at the time of 
publication. This document could present differences from the product and it is 
subject to changes without notice: the latest version is available on our webpage 
www.qbrobotics.com.

qbrobotics s.r.l. does not assume any responsibility for errors or omissions.

In no case qbrobotics s.r.l. will be responsible for any loss, problems or damages to 
persons or property arising from the use of this document.

The qb® logo and qbrobotics® are registered trademarks of qbrobotics s.r.l. In the 
following, the indications of (R) are omitted.

http://www.qbrobotics.com
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1 Preface

1.1 Using this document
The documentation must always be complete and in a perfectly readable state.

Keep the document accessible to the operating and, if necessary, maintenance personnel at all times.

Pass the document to any subsequent owner or user of the product.

1.2 Symbols and conventions

STYLE DESCRIPTION

Identifies information about practice or circumstances that can 
lead to critical damages on the device and to personal injury.

Attentions help you identify a hazard, avoid a hazard, and 
recognize the consequence.

Identifies information about practice or circumstances that can 
lead to damages on the device and to personal injury.

Attentions help you identify a hazard, avoid a hazard, and 
recognize the consequence.

Identifies remarkable information and additional notes.

Identifies tips and highlights.

Identifies the required tool to be used during the described 
assembly phase.

Monospaced text Identifies file paths, file names and software functions.

CRITICAL:

...


WARNING:

...


NOTE:

...


TIPS:

...
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1.3 Kit content
The kit consists of:

N.1 qb SoftHand Research 24 V;
N.1 ISO 9409-1-50-4-M6 flange adapter;
N.1 0.3m direct wrist connection cable for UR e-Series robots;
N.1 3m main cable;
N.1 USB to RS485 adapter;
N.1 USB flash drive:

URCap v3 (Polyscope versions 3.8+, 5.2+);
Manual;
Datasheet;

N.1 cylindrical pin EN ISO 8734 A d6x14 h6;
N.4 metrical screws EN ISO 4762 M6x10;
N.8 metrical screws EN ISO 10642 M3x8;
N.1 2 mm Allen hex key;
N.1 5 mm Allen hex key.

Optionals:

24 VDC power supply unit;
ISO 9409-1-40-4-M6 flange adapter;
ISO 9409-1-31.5-4-M5 flange adapter;
Kinova Gen3 flange adapter.
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2 Safety

2.1 Intended use
The product design is intended for grasping objects in the weight range from 1 to 1700 g.

Fragile, sharp or sharp-edged objects shall not be grasped.

Objects having the ratio between the biggest and the smallest dimensions ≥8 and the main dimension 
greater than 300 mm shall not be grasped.

The product, as its name suggests, is intended for research and educational use.

The product is intended for installation on robotic arms: the safety features are established only for use 
as described in this document.

The safety of the product cannot be guaranteed in case of inappropriate use. One, single, inappropriate 
use can result in a permanent damage to the safety of the product.

2.2 Safety instructions

•
•
•
•
•
•
•

•

•
•
•
•
•
•
•

WARNING:

Check that all the content is intact after removing it from the packaging.
The device can be used only by specially trained staff.
Disconnect the power supply before installation, cleaning or maintenance operations.
Make sure that no residual energy remains in the system.
Always operate the product within the specifications defined.
Keep away from children and pets. Always set off or unplug when not in use.
Never use aerosol products, petroleum based lubricants or other flammable products on 
or near the end-effectors.
Do not use any damaged power cable, plug, or loose outlet. It may cause damages to the 
product or injury to people.
Do not touch electrical components to avoid damages due to electrostatic charges.
Make sure the end-effector is properly and securely bolted in place and cabled.
Do not use if damaged or defective. Do not disassemble.
Do not insert any objects between moving parts of the fingers.
Keep head and face outside the reach of the end-effector.
Do not wear loose clothing or jewelry when working with the end-effector.
Disrespect of these precautions can affect safety of the device.
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2.3 EC Directives on product safety
The following EC directives on product safety must be observed.
If the product is being used outside the UE, international, national and regional directives must be 
also observed.

2.3.1 Machinery Directive (2006/42/EC)
Because of their small size, no serious threats to life or physical condition can normally be expected from 
electric miniature drivers. Therefore, the Machinery Directive does not apply to our products. The 
products described here are not "incomplete machines", so installation instructions are not normally 
issued by qbrobotics.

2.3.2 Low Voltage Directive (2014/35/EU)
The Low Voltage Directive applies for all electrical equipment with a nominal voltage of 75 to 1500 V DC 
and 50 to 1000 V AC. The products described in this device manual do not fall within the scope of this 
directive, since they are intended for lower voltages.

2.4 Environmental conditions
Wrong environmental and operating conditions can lead to injuries, product damages and/or significant 
reduction to the product's life.

2.5 Environmental safety
The qb SoftHand research must be disposed of in accordance with the applicable national laws, 
regulations and standards.

All the components of this product have been chosen in accordance with the EU RoHS directive 2011/65/
EU: they are produced with restricted use of hazardous substances to protect the environment.

•
•
•
•
•
•
•
•
•
•

WARNING:

Any use or application deviating from intended use is deemed to be impermissible misuse. 
This includes, but is not limited to:

Use before performing a risk assessment;
Use outside the permissible operational conditions and specifications;
Use in not low-dust environment;
Use in places with high temperature or humidity;
Use in wet places;
Use in potentially explosive atmospheres;
Use in medical and life critical applications;
Use close to a human's head, face and eye area;
Use as a climbing aid;
Use in outdoor applications.
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Observe national registration requirements for importers according to EU WEEE Directive 2012/19/EU.
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3 Technical data

3.1 Mechanical dimensions
The figure below shows the overall dimensions of the qb SoftHand research, valid for both left and right 
configurations; distances and tolerances in the drawing are noted in millimeters [mm] and degrees [°].

Figure 1. — qb SoftHand drawings

WARNING:

Be aware that the above figure may be out of scale.
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3.2 Center of Mass
The following table gives also the position of the Center of Mass of the SoftHand and defines its 
Coordinate System, like depicted in the following schemes.

UNIT LEFT RIGHT

CoM x coordinate, OTX [mm] 5 5

CoM y coordinate, OTY [mm] 3 -3

CoM z coordinate, OTZ [mm] 80 80

Weight [kg] 0.770

Center of Mass, OT, is evaluated w.r.t. ΣM considering the hand mounted with its palm facing the ground, cf. 
the figures below.

Figure 2. — Robot Tool Coordinate System

On the left, it is represented the mechanical interface coordinate system ΣM  (OM; XM, YM, ZM) of an 
articulated robot, as defined by ISO 9787:2013. In particular, the center of the coordinate system, OM , is 
on the interface surface of the robot tool flange and the ZM  axis is coincident with the tool flange axis of 
symmetry. Ri is the i-th revolute joint of the robot and (O1; X1, Y1, Z1) is the base coordinate system of the 
robot.

On the right, there is the Tool Coordinate System, ΣT (OT; XT, YT, ZT), of the SoftHand. The center, OT , 
coincides with the center of mass of the hand and its position is defined by the distance from OM . The ZT 
 axis is normal to the palm, outgoing positive, and the YT  axis follows the proximal-distal direction and 
orientation. This definition implies that ΣT  is the same for left and right SoftHands. So, the positive 
orientation of XT  axis will be on the side of the thumb in the right hand and on the side opposite to the 
thumb in the left hand.

NOTE:

All coordinate systems here described follow the orthogonal right-hand rule.




8  —  TECHNICAL DATA

RELEASE 1.0.2  —  21 JUNE, 2021

3.3 Mechanical characteristics

MINIMUM NOMINAL MAXIMUM

Pinch grasping payload [kg] — 0.83 1.10

Power grasping payload [kg] — 1.70 2.10

Hanging payload [kg] — 10 30

Pinch grasping force [N] — 10 11

Power grasping force [N] — 46 62

Grasping time [s] — — 1.1

Releasing time [s] — — 1.1

Look at the graph for details.

Figure 3. — Maximum grasping force chart

0
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Figure 4. — Maximum payload chart

Figure 5. — Chart notes

3.4 Electrical characteristics

MINIMUM NOMINAL MAXIMUM

Power supply voltage [VDC] 23.1 24 24.8

Power consumption [W] 1.4 18 30

Current limit [A] — 0.75 *

Operational time [s] — — 300

Duty cycle [%] — — 69

0

g
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1 https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1424232
2 https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1404192
3 https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1098315
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MINIMUM NOMINAL MAXIMUM

Operating temperature [°C] -15 20 40

Relative humidity ** [%] 5 — 80

Typical noise level [dB] — <50 —

* Starting spike current may be greater, but it is instantaneous.
** Only the non-condensing case is to be considered.

3.5 Tool connector pinout
On the qb SoftHand flange there is a Phoenix Contact 8-position M8 connector, A-coded, with gold-plated 
copper alloy contacts — Part Number: 14242321.

The following cables are compliant and recommended:

Phoenix contact: 3m free cable end with angled socket — Part Number: 14041922

Phoenix contact: 30mm female/female with angled sockets — Part Number: 10983153

The RS485 protocol characteristics are as follow:

8 bit;
no parity;
1 stop bit;
no flow control;
2M baud rate.

# WIRE COLOR DESCRIPTION

1 White RS485+

2 Brown RS485-

3 Green —

4 Yellow —

5 Gray 24V ***

6 Pink GND ***

7 Blue 24V ***

8 Red GND ***

*** 24VDC and GND must be provided by an isolated Power Supply Unit.

https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1424232
https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1424232
https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1404192
https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1404192
https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1098315
https://www.phoenixcontact.com/online/portal/us?uri=pxc-oc-itemdetail:pid=1098315
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WARNING:

Any error in the pins connection may cause irremediable damages to the device.
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4 Description

4.1 General
qb SoftHand Research is an anthropomorphic robotic hand based on soft-robotics technology. It is 
flexible, adaptable and able to interact with the surrounding environment, objects, or even humans while 
limiting the risk of injuring operators, spoiling products, or damaging the robot itself.

Thanks to its soft nature the SoftHand by qbrobotics exploits the principles of synergies in an intrinsically 
intelligent design that is not only safe w.r.t. unexpected human-robot interaction, but also adaptable to 
grasp different shaped objects without any change in the control action — i.e. showing an unparalleled 
level of simplicity and flexibility.

The combination of these innovations results in a flexible prehensile device that can grasp a wide variety 
of objects. The single-motor actuation makes the hand plug-and-play, simple to control (one single motor 
requires one single control signal to either close or open the whole hand), and affordable.

The custom-made electronic board inside the qb SoftHand Research is composed of a logic stage for 
communication and low-level computation, and a power stage for motion control. This, together with a 
DC motor and its absolute encoder, establishes a simple position and current control feedback regulated 
by a properly tuned PID controller.

The intelligence is delegated to a Cypress PSoC 3 microcontroller — i.e. a programmable embedded 
system-on-chip — which runs a custom firmware provided by  qbrobotics that enables an RS485 serial 
communication channel.

If the robot controller or the IPC used does not support direct RS485 communication, it is possible to add a 
qb Adapter Board (generally referred as qbdummy) which acts as a transparent converter from µ-USB to 
the RS485 differential line. In such a case the qb Adapter Board must be connected to a 24 VDC PSU.

The qb SoftHand is generally shipped with a qb Adapter Board equipped with a 3 meter-length cable.

Figure 6. — qb SoftHand hardware simplified scheme
The qb SoftHand Research does not use Common Industrial Protocols (CIP) or other industrial standards 
for I/O communication due to historical design and technical reasons.

I/O data basically refers as measurements from the device, commands to the device, and parameters 
from/to the device. These are handled in a custom package format as follows
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A custom-made single-master-multiple-slave (SMMS) serial communication protocol is implemented to:

send commands to the connected devices;
read measurements from the connected devices (motor position and/or current);
get and set configuration parameters.

4.2 Characteristics and key features
Flexibility, adaptivity and robustness thanks to the soft-robotics design;
19 anthropomorphic DOFs controlled in one single synergy motion;
Dislocatable and self-reposition phalanges;
Up to 60 N grasping force*;
Up to 2.0 kg maximum payload*;
Maximum closure time of 1.1 s;
Total weight of 770 g (including aluminium flange and screws);
Universal Robots + plug-and-play certified;
ROS packages and general C++ API available;

* Grasp forces and payloads highly depend on object dimensions and approaching strategy (cf. Mechanical 
Characteristics (see Page 6) ).

4.3 Standard customization
Mechanical flange adapters for non-standard robot flanges;
Left and Right chirality configurations;
Five distinct cover colors: dark-grey, orange, electric-blue, black and white.

2-byte — common preamble;1
1-byte — target slave id;2
1-byte — payload length;3
n-byte — payload;4
1-byte — checksum for communication integrity.5

NOTE:

We may evaluate other customization for special partners; for requests, please contact our 
sales team4.



mailto:sales@qbrobotics.com
mailto:sales@qbrobotics.com
mailto:sales@qbrobotics.com
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5 Mounting and wiring

5.1 Tool mounting
The qb SoftHand research UR Kit allows you to connect the device to your UR robot arm, and to control it 
directly from within the UR user interface — e.g. from the UR Teach Pendant.

To assemble the hand on the UR robot arm, please follow the following instructions:

# INSTRUCTIONS

1 Insert (1) into the 6 mm hole on the UR wrist.

2 Center (2) on the wrist diameter 63 mm, taking care that the 
cylindrical pin (1) fits into one of the four d6 reamed through holes.

3 Fasten (2) to the UR wrist by tightening the four screws (3).

 You need the 5 mm Allen wrench.

WARNING:

Use only the screws provided within the package. Longer screws could damage the robot or 
the hand.
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# INSTRUCTIONS

4 Center (4) on the diameter 63 mm of (2), taking care that the plug 
fits into one of the four d6 mm through holes.

5 Fix axially the hand by tightening the 8 screws (5).

 You need the 2 mm Allen wrench.

Table 1. — Installation guidelines of the SoftHand research on UR. Referring to the baloons in the pictures: 
(1) cylindrical pin EN ISO 8734 A d6x14 h6; (2) MC_WR_ALU_ISO_04_33_102; (3) n.4 metrical screws EN ISO 

4762 M6x10; (4)EE_H_RES_R_24V_83_123; (5) n. 8 metrical screws EN ISO 10642 M3x8.

5.2 Cable connections for e-Series robots
With e-Series robots you are now able to direct connect the qb SoftHand to the wrist connector and forget 
about all the other wirings of CB-Series.

# INSTRUCTIONS

1 Insert one of the two M8 connectors of (10) into the receptacle on 
the hand wrist flange. Lock the M8 connector by manually 
tightening its threaded ring on the body of the receptacle (max 
tightening torque= 0.2 Nm).

WARNING:

Be careful to insert the connector in the correct 
direction.

Do not rotate the M8 connector when inserted into the 
receptacle.

Minimum curve radius of the cable (10) = 51 mm.
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# INSTRUCTIONS

2 Do the same on the other M8 connector of (10) w.r.t. the receptacle 
on the robot wrist flange. Lock the M8 connector by manually 
tightening its threaded ring on the body of the receptacle (max 
tightening torque= 0.2 Nm).

Table 2. — Installation guidelines of the SoftHand research on UR. Referring to the ballons in the pictures: 
(10) EC_CBL_26_M8FA8_M8FA8_030.

If you use this type of connection, you must set up the robot as follows, in order to properly communicate 
over RS485 through the wrist connector:

WARNING:

Be careful to insert the connector in the correct 
direction.

Do not rotate the M8 connector when inserted into the 
receptacle.

Minimum curve radius of the cable (10) = 51 mm.
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Figure 7. — UR e-Series communication interface settings

5.3 Cable connections for general robots
To power and connect the SoftHand to a robot control box or a computer please refer to the instruction 
below:

To connect the qbSoftHand Research to the UR's Control Box, please follow the instructions in the table, 
using the provided kit:

NOTE:

The following images include an external power supply (sold separately). If your robot's 
control box allows to power external devices, it is not necessary.

In this case, please read the following steps carefully.
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Figure 8. — Connection kit for qbSoftHand Research: power supply unit (A), RS485-USB converter (B), main 
cable (C1), USB cable (C2), power cable (C3).

# INSTRUCTIONS

1 Connect the main cable (C1) at the RS485-USB converter (B).
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# INSTRUCTIONS

2 Connect the main cable (C1) to a power supply unit (A) (Not 
connected to the power).

3 If you have purchased our external power supply, connect the 
power cable (C3) at the power supply unit (A).

4 Connect the USB cable (C2) at the RS485-USB converter (B); then 
connect the other end to one of the two USB type-A available ports.

NOTE:

If you have not required the external power supply, the 
C1 cable has two unconnected red and grey ends. These 
are used to power the device, so connect the red wire to 
the negative (V-)  and the grey wire to the positive 
connector (V+). For example in UR CB series robots you 
can connect the device to 24 V sockets inside the Digital 
Inputs panels.
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# INSTRUCTIONS

5 Insert the M8 connector of (9) into the receptacle on the hand wrist 
flange. Lock the M8 connector by manually tightening its threaded 
ring on the body of the receptacle (max tightening torque= 0.2 Nm).

Table 3. — Installation guidelines of the SoftHand research on UR.

WARNING:

Be careful to insert the connector in the correct 
direction.

Do not rotate the M8 connector when inserted into the 
receptacle.

Minimum curve radius of the cable (9) = 51 mm.



NOTE:

UR Control Box images refer to an e-Series model. However the exact same configuration is 
fine also for CB-Series robots.
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6 Software

6.1 URCap

6.1.1 URCap installation
To install the qb SoftHand URCap into your UR robot, please refer to the how-to section (see Page 40) .

6.1.2 URCap overview
The easiest solution to control the qb SoftHand from the Universal Robots ecosystem is to exploit the 
URCap capabilities provided, and well described below.

6.1.3 Installation Node
The qbrobotics Installation tab is the place where all the information about the qb SoftHand state and its 
stored settings are displayed all together.

Device Status Panel

The Device Status panel shows a led icon on its top right corner to quickly identify the connection state:

Red is for communication fault or non connected device;
Green, when everything looks good.

If there is a connection problem, the "Reconnect" button is enabled to manually reset the communication 
to the robot controller.

In the same panel are shown the identification name of the device and the serial port on which it is 
connected, e.g. "/dev/ttyTool" if the wrist connection cable is used.

Below, the actual motor current in mA and the actual hand closure state in percent value. If a program is 
running while visiting the Installation Node, you can see these status bar varying accordingly to the hand 
motion.

INFO:

The images used in this chapter refer to the e-Series Polyscope 5+, but a very similar interface 
is available in Polyscope 3+ for CB-Series robots.



NOTE:

The empty panel on the top right is reserved for future features releases.
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Teaching Mode Panel

To simplify the usability and re-usability of qb SoftHand, you can teach and store a given grasp value to 
recall it whenever you need it in a given Program Node.

As it is shown in the picture below, you can quickly and easily add or remove a grasp value, which is 
visualized in a tabled fashion.

For each, you can set the grasp command value through a percent position slider, and you can test it buy 
pressing the "Grasp" button on the right of the chosen line. If you are not happy with the given closure, 
just iterate this procedure until you are fine with the teached grasp.

All of this named grasp value can be recalled by every Program Node at any time.

If a stored grasp previously set is modified at a given time, all its occurrences used in any program are 
modified accordingly to the new value set. This is possible thanks to a grasp database saved in the current 
Installation loaded.

WARNING:

If you change or remove an Installation file on your robot you may not be able to exploit this 
linking capability any longer because the stored grasp database no longer exist.

On the other hand, each saved program still behaves the same as before because each qb 
SoftHand Program Node stores the grasp value also inside the program data.



NOTE:

Version 3.0.0 does not support the "Threshohld" and "Sensitivity" features which will be 
released soon.

The small "gear" to enable or disable these advanced settings does nothing at the current state.
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Figure 9. — qb SoftHand URCap Installation Node

6.1.4 Program Node
This Node aimed to send a command to the qb SoftHand at a given time in a robot program.

Teaching Mode Panel

This panel is strictly linked to the one in the Installation Node since you can recall, add, modify or remove 
a stored grasp value from the internal database. The value shown in the slider is the one sent to the qb 
SoftHand while the program is running.

While creating a robot program, you can check if the grasp command is suitable by testing it through the 
"Grasp" button on the top right of the panel.

NOTE:

If you have selected a stored grasp and change its command value through the slider, you 
change not only the current Program Node value, but every linked grasp with the same name.

This is made on purpose.
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Settings Panel

If you are grasping an object with a known mass, you can add it in the proper field to automatically sum it 
up with the qb SoftHand one. Remember to set it to 0 when you release the object.

Additionally, you can specify if this Node has to add a wait during the grasp or not. You can choose one of 
the two predefined options:

Wait for a given amount of time expressed in seconds;
Wait until the grasp is stable.

If none are satisfying for the given application, feel free to add a Wait Node after the qb SoftHand one.

NOTE:

As for the Installation Node, the small "gear" does nothing at the current state and will be 
enabled in the following releases.



NOTE:

If both the options are selected, they are evaluated in sequence: first it waits for the specified 
custom time and then checks whether the grasp is already stable or not.
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Figure 10. — qb SoftHand URCap Program Node

6.1.5 e-Series Toolbar
This toolbar lets you quickly check the qb SoftHand state and tech new grasp values.

The two panels displayed are almost identical to the ones described in the Installation and Program 
Nodes.
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Figure 11. — qb SoftHand URCap e-Series Toolbar

6.1.6 Program Example
The following example is a simple pick-and-place robot program where the qb SoftHand is used as 
grasping tool.

The example should be self-explainatory, but it is worth noticing that in many case a "pre-grasp" can help 
to accomplish a task in a better fashion. This is strictly related to the specific task, but you can add as 
many qb SoftHand Program Nodes as you need to let the hand pass in an even narrow spot. For example, 
you may need a pre-grasp to be able to open a door through its handle.
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Figure 12. — qb SoftHand URCap program example

6.1.7 URCap enabled script functions
Apart from the UI features described above, you can add some custom function in your robot program by 
using our script methods:

string qbsofthand.connect(): starts the serial communication with the device and returns the name 
of the acquired serial port;
void qbsofthand.disconnect(): closes the serial communication and frees the serial resource;
string qbsofthand.getCycles(): returns the number of the device cycles since the last maintenance;
string qbsofthand.getInfo(): returns details about device internal parameters and it is mainly 
aimed to our support team during incident investigation;
int[] qbsofthand.getMeasurements(): returns a two-integer vector data; the first value is the 
current motor position in percent value (0% — 100%), while the second represents the motor current 
consumption expressed in mA;
bool qbsofthand.isReachable(): returns "true" if the serial communication is active;
void qbsofthand.setCommand(int command): sends a reference position command to the device; the 
integer parameter must be a percent value, i.e. in range 0 — 100.
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CRITICAL:

These commands are meant to be used by expert users only.
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7 Maintenance and warranty

7.1 General
Products of the company qbrobotics s.r.l. are produced using the most modern production methods and 
are subject of strict quality inspections. All sales and deliveries are performed exclusively based on our 
General Conditions of Sale and Delivery, which can be viewed on the qbrobotics home page5.

qbrobotics s.r.l. (Seller) warrants that Products conform with specifications and free of defects in 
materials and workmanship. Seller will guarantee the conformity of Products within the period of one (1) 
year from their delivery (the "Warranty Period"). Buyer shall notify the defects to Seller within eight (8) 
days after the knowledge. The above mentioned warranty will cover only the defects which appear in the 
Products used under proper use, care and maintenance in accordance with the instructions provided 
with the Product. In particular, the warranty will expire automatically in case of tampering with 
the device or with the software.

The warranty does not cover parts subject to wear, such as the glove, the motor tendon and the elastic 
bands.

Buyer, upon written consent by the Seller, shall return at his own expenses the defective Product to 
Seller. Seller shall repair or replace the defective Product and the repaired or replaced item shall be 
delivered by Seller to Buyer at Seller's cost. Insurance, taxes and levies shall be borne by Buyer. Products 
replaced in accordance with this clause shell be subjected to the foregoing warranty for the unexpired 
portion of the Warranty Period or for thirty (30) days from the date of their return to Buyer, whichever 
expires the later.

Unless otherwise restricted by mandatory applicable law, the warranty set forth herein is expressly in 
lieu of all other warranties, whether expressed or implied, including, without limitation, any and all 
warranties of merchantability, quality and fitness for use and for purpose, any advice and 
recommendation and any obligations or liabilities which may be imputed to Seller, any and all of which 
are hereby expressly disclaimed, denied and excluded. Buyer expressly agrees that no warranty that is 
not specifically stated in this agreement will be claimed or otherwise adhered to by buyer and/or by 
anyone acting on buyer's behalf and/or by anyone deriving the legality of its claim from buyer, nor that 
will any such warranty be valid. Seller neither assumes nor authorizes any other person to assume for it, 
any other liability in connection with the sale, use or handling of any and all goods specified or 
contemplated by this document. No warranty is made with respect to any of these goods which have been 
subject to accident, negligence, alteration, improper care, improper storage, improper maintenance, 
abuse or misuse.

The duration of the warranty shall not be extended by services rendered under the terms of the 
warranty. Insofar as no warranty default exists, qbrobotics s.r.l. reserves the right to charge the customer 
for replacement or repair.

qbrobotics s.r.l. shall have no liability for indirect, incidental, consequential or special damages of any 
kind. These limitations are agreed allocations of risk. Under no circumstances shall Seller's liability with 
regard to the sale or use of the Products exceed the purchase price paid by Buyer for the Products. In 
particular, Seller shall have no liability in the integration of the Product provided by third party.

https://www.qbrobotics.com
https://www.qbrobotics.com
https://www.qbrobotics.com
https://www.qbrobotics.com
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For any support request please contact our support team6.

mailto:support@qbrobotics.com
mailto:support@qbrobotics.com
mailto:support@qbrobotics.com
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8 FAQ and troubleshooting
For any issue not listed below, please contact our support team7:

The hand never connects to the robot system (see Page 31) 

The hand often disconnects while the robot is moving (see Page 32) 

The hand does not reopen correctly (see Page 34) 

The hand is connected but does not move (see Page 35) 

The demo is not as good as expected (see Page 36) 

The glove is deteriorated/broken (see Page 37) 

The USB flash drive is not working (see Page 38) 

Error C740A0 on e-Series robots (see Page 39) 

Grasping with a custom finger position (see Page 40) 

Simplified CAD models of the qb SoftHand (see Page 40) 

URCap installation (see Page 40) 

URCap uninstallation (see Page 41) 

8.1 The hand never connects to the robot system

8.1.1 Problem
The user interface says that the device is not connected even if it should be.

8.1.2 Solution

The first steps to try to solve the issue are the followings:

Check whether the wiring is correct, cf. cable connections (see Page 14) .

Make a power cycle:
If the hand is connected to the power source of the UR Control Box, make a power cycle of the 
robot.
If the hand is connected to an external power source, make a power cycle of the qb dummy.

WARNING:

Please, also have a look at each connector and check if any is damaged.

Do not force a connector plug if it seems not to match properly its location. It may be 
already damaged and you could brake it completely!



mailto:support@qbrobotics.com
mailto:support@qbrobotics.com
mailto:support@qbrobotics.com
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If these steps do not solve the problem — i.e. the device still does not connect to the robot system — please 
raise a support request with at least the following details at our help desk portal:

The device serial number;
The robot system type and software version;
The installed qbrobotics URCap version;
The list of any other URCap installed in your robot;
The power supply configuration;
Any error reported in the UR logs tab;
Any additional info regarding what you were doing before the first failure;

8.2 The hand often disconnects while the robot is moving

8.2.1 Problem
When the robot is stopped, the user interface shows that the hand is properly connected and you can use 
it with no problem for teaching grasp and set waypoints; the device status card (from either the 
installation tab or the toolbar on e-Series robots) display data correctly.

However, when you start a robot program it often happens that it stops saying that the hand is not 
connected any longer.

8.2.2 Solution
There may be a couple of reasons for this unexpected behavior:

Some cables are not properly connected or secured, and robot vibrations when it starts moving can 
cause faults in the communication channel;
If you are powering the device from an external power source, there may be some electrical noise in 
your network that is not properly filtered out.

WARNING:

Be aware that you need to leave the system without power for at least 30 seconds during 
the power cycle.

Only in this way we can assure that the system has completely reset its electrical state.



WARNING:

Be aware that the device must not violate our warranty policy, cf. maintenance and 
warranty (see Page 29) , in order to ensure the best support service for our customer.

Please, do not forget to mention in your request if you have made forbidden hardware/
software modification to the device before/after the issue — e.g. removing the glove cover is 
forbidden, cf. forbidden actions (see Page 29) . This will save you, and us, much time during the 
investigation process.
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The first steps to try to solve the issue are the followings:

Check whether the wiring is correct, cf. cable connections (see Page 14) .

Make a power cycle:
If the hand is connected to the power source of the UR Control Box, make a power cycle of the 
robot.
If the hand is connected to an external power source, make a power cycle of the qb dummy.

If you are powering the device from an external power source, first try the same tasks with the UR 
Control Box as PSU. If this solves the disconnection problems you are for sure in case (2.): you need either 
to isolate the power source from your network noise or change the PSU.

On the other hand, if these steps do not solve the problem — i.e. the device still frequently disconnect 
from the robot system while it is operating — please raise a support request with at least the following 
details at our help desk portal:

The device serial number;
The robot system type and software version;
The installed qbrobotics URCap version;
The list of any other URCap installed in your robot;
The power supply configuration;
Any error reported in the UR logs tab;
Any remarkable info;

WARNING:

Please, also have a look at each connector and check if any is damaged.

Do not force a connector plug if it seems not to match properly its location. It may be 
already damaged and you could brake it completely!



WARNING:

Be aware that you need to leave the system without power for at least 30 seconds during 
the power cycle.

Only in this way we can assure that the system has completely reset its electrical state.



WARNING:

Be aware that the device must not violate our warranty policy, cf. maintenance and 
warranty (see Page 29) , in order to ensure the best support service for our customer.

Please, do not forget to mention in your request if you have made forbidden hardware/
software modification to the device before/after the issue — e.g. removing the glove cover is 
forbidden, cf. forbidden actions (see Page 29) . This will save you, and us, much time during the 
investigation process.
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8.3 The hand does not reopen correctly

8.3.1 Problem
The hand does not fully open up after setting the 0% position command: i.e. some of the fingers still 
remain a bit closed even if the motor position is correctly commanded to 0. Some of the fingers may move 
a bit slower than expected. Moreover, closure and reopening cycles present the same unexpected 
behavior at each open.

8.3.2 Solution

The thumb phalanges are not properly placed: indeed it can happen that they don't always go back to the 
original position (this highly depends on how fingers envelop the object and how much each phalanx 
dislocate from its original place).

As you can see in the video I attached below, you can try to manually adjust the thumb configuration by 
pulling or stretching each phalanx.

If you make sure that thumb phalanges are aligned, you should have no more troubles.

If the thumb seems ok, just try to do the same to all the other fingers: pull and twist a bit each distal 
phalanx until it seems to be in the proper place (set the hand reference to 0%, i.e. fully open, when you do 
such maintenance).

Please, let us know whether this solve the problem or you need further assistance.

WARNING:

Be aware that this behavior can lead to hardware malfunctions if it is not solved quickly.

If it happens too often, try to grasp the objects more gently (e.g. smaller closure values) or use 
another approach strategy which produce a more natural grasp.



USER-FRIENDLY:

This problem can be easily solved by the user in a couple of minutes!


NOTE:

It is a good practice to perform these manual adjustments once in a while to ensure that the 
hand works at its best.
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8.4 The hand is connected but does not move

8.4.1 Problem
The hand is completely open — i.e. it is in its resting configuration.

The user interface shows that the hand is properly connected and you can see the device status card 
(from either the installation tab or the toolbar on e-Series robots) working correctly.

However the hand does not move even if the "Hand Closure"  status bar moves accordingly with user 
commands and the motor turns — i.e. you can hear its quite sound for something close to 1 second.

It may happen that the thumb (or the little) fingers move a bit from their rest configuration, but really far 
from what is expected.

Also, the "Motor Current" status bar has really low values, even when you hear the motor moving.

8.4.2 Solution
If all the above conditions match your status, there may be a hardware fault which requires a qualified 
service action.

To check whether you are on such a case or not you should perform this simple mechanical test:

Disconnect the hand from the power source;
Flex the fingers from index to little (all together) in the direction of the back of the hand — i.e. 
opposite to the usual closure direction;
Repeat point (2.) several times and take care whether the thumb moves while doing such a 
movement or not; 

If the thumb does not move at all or move just a bit from its rest configuration, you will need to raise a 
"Service Request" in our portal. We will do our best to ensure that this goes as quickly and as smoothly as 
possible.

WARNING:

Be aware that trying to fix the problem by yourself leads to a violation of our warranty policy, 
cf. maintenance and warranty (see Page 29) , so please, just do not do it — e.g. removing the glove 
cover is forbidden, cf. forbidden actions (see Page 29) .



NOTE:

If all the previous conditions match the thumb should never move.

Anyway, if you think you have this problem but the thumb moves while flexing the other four 
fingers together, follow the same steps as this other topic (see Page 31) .
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8.5 The demo is not as good as expected

8.5.1 Problem
When dealing the very first times with a soft robotics device, it quickly appears intuitive and easy to use, 
but it may require some times to get rid of all of its power and secrets.

If you try to make a demo and it seems that it is not amazing as you have thought before, maybe is just 
because you need few tips to mastering in the use of our device.

Here are some tips — in no special order — to create a better demo with our hand:

8.5.2 Tips
If you are not enthusiast with a given grasp, try to adjust the robot pose. You'll get surprisingly 
different outcomes with just few changes: e.g. tilting a bit the "pitch" of the wrist would result in a 
more natural pose of the hand when it comes close to an object. Moreover, pay attention to the robot 
wrist configuration, i.e. you should often be able to choose distinct kinematic configuration when 
approaching an object, so try to use the one that gives you more freedom while moving during the 
task.
Of course you'll need some practice to get smoother behaviors, but when you have doubts just "think 
human": reproduce the task yourself and even if you believe to know what you are doing, try to see 
whether your wrist is slightly tilted w.r.t. the expectation or if you approach the object a bit displaced 
from its center. If you place the robot hand in a very similar way, you should get a more natural 
outcome.
And do this for all the motions in the given task. For example, grasping and moving a joystick 
involves linear displacement of the end-effector combined with a proper tilt of the hand pose. 
Varying the wrist angles produce a more natural behavior even if the hand seems to be located in a 
very similar pose. Try to believe!
Try to not hardcode waypoints, at least at the beginning. Even if it seems a symmetrical task or 
whatever, just teach the robot by moving it to the pose you want, store that waypoint and goes to the 
next. Then iterate the process and correct the ones which are not as expected.
Exploit the environment! One of the main reason to choose a soft robotics device relies in its 
adaptability. Our hand is able to pick even a paper from a table if you make human-like gestures; to 
do so, you need to being in contact also with the table instead of trying to avoid it as with usual 
industrial gripper.
If you have trouble when choosing how much the hand needs to be closed, just go "step-by-step" with 
pre-grasp phases, like the following example:
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UR PROGRAM EXAMPLE

Move L:  # not Move J which is linear in joint space
 - approach_waypoint
 - hand close 40%  # this is a pre-grasp
 - pick_waypoint
 - hand close 75%  # this is the real grap on the object
   ...

Additionally, if you want to smooth the robot motion between waypoints, use the "Blend 
Radius" option to the given ones. The more you blend, the less the end-effector reaches the teached 
waypoint, so be careful and do some trial and error to achieve the right behavior: start with no blend, 
i.e. 0, and increment the value until you are satisfied.
Improving robot velocity to be far more impressive! When the hand is properly closed on an object, 
you can move the robot even quite fast without losing grip if you have set the waypoints accordingly 
(just avoid discontinuities and you are fine).
Last, but not least, do not always close the hand at its maximum (100%): it is adaptable and will do its 
job in any way, but it is far better to close the hand around the minimum closure that it is suitable for 
the given object. This will lead to a more gentle grasp, which can be really helpful when dealing with 
fragile objects. For example, a bottle can be grasped with a closure of something about 60%; if it is not 
full, higher values may result in an unwanted squashing of its plastic. A good approach for the very 
first times is to increment the closure value gradually until you are confident with our device and the 
given object.

8.6 The glove is deteriorated/broken

8.6.1 Problem
The glove is one of the component of the hand more prone to wear and tear.

The planned maintenance already makes up for this, but it may happen that the glove simply breaks 
during the normal usage.

NOTE:

Pre-grasp waypoints are very useful, especially when you need to enter in a narrow space, 
e.g. to grasp a door handle.

It is worth noting that you can add as many pre-grasps as you want!



WARNING:

As a rule of thumb, "you should close the hand at the minimum value that lets you perform 
the task". Therefore go incrementally from 40-50% to 80-85% (values above 85% are to be 
considered only for very small objects).
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A damaged glove can affect repeatability and grasping performance.

8.6.2 Solution
Unfortunately is not possible to ship you a whole new glove and let you proceed with its replacement.

Both the glove and the cover which secures it to the hand are crucial components of the hand and only 
assembling them inside our facilities guarantees the right setup and the advertised performance of 
grasping.

In such a case you should raise a "Service Request" in our portal as soon as you notice the problem. We 
will do our best to ensure that this goes as quickly and as smoothly as possible.

8.7 The USB flash drive is not working

8.7.1 Problem
It is not so common, but it may happen that any of the files provided through the USB flash drive is 
corrupted.

8.7.2 Solution
You can find all the USB flash drive files in our download section at the bottom of the qb SoftHand page8.

WARNING:

Be aware that you must never grasp sharp objects, nor have them close to the robot during its 
operation, cf. safety warnings (see Page 3) .



NOTE:

This is true also for the other elastic components inside the fingers.


WARNING:

If any of the files is corrupted we recommend to format the flash drive and download again all 
the files from our website.



https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
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8.8 Error C740A0 on e-Series robots

8.8.1 Problem
If you are using an old qb SoftHand or an old URCap version it may happen that you experience the error
"!Tool!A C740A0: Hardware monitoring: Critical error" when using the device on e-Series robots.

This is particularly annoying because the robot set its protection mode and you need to restart it every 
time the error triggers.

8.8.2 Solution
First of all, check your installed URCap version and update it to the last available on our website (see the 
above link) if required.

This may be enough to solve the problem if you have a hardware compliant device. In such a case, please 
flag this post as helpful and enjoy our device from now on.

On the other hand, old devices miss a hardware fix that cause the fault in e-Series robots.

If you have updated the URCap, but the C740A0 error still appears on your Teach Pendant, you have two 
possible solutions:

Get rid of this problem using an external 24V isolated power supply — e.g. http://www.deltapsu.com/
products/din-rail-power-supply/DRC-24V60W1AZ — instead of the UR Control Box.

Raise a "Service Request" in our portal with at least the following details at our help desk portal:

The device serial number;
The robot system type and software version;
The installed qbrobotics URCap version;

And wait for a response.
If you are suitable for upgrading we will do our best to ensure that the assistance goes as quickly and 
as smoothly as possible.

NOTE:

CB-Series are not affected by this problem.

Anyway, we recommend to update the URCap to the last version available. You can find it in 
our download section at the bottom of the qb SoftHand page9.



WARNING:

Be aware that depending on the environment, the power supply needs also to filter out 
potential electrical noise.



http://www.deltapsu.com/products/din-rail-power-supply/DRC-24V60W1AZ
http://www.deltapsu.com/products/din-rail-power-supply/DRC-24V60W1AZ
https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
https://qbrobotics.com/products/qb-softhand-research
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8.9 Grasping with a custom finger position

8.9.1 Problem
The qb SoftHand adapts the finger position to envelop the object shape as much as possible — 
i.e. automagically.

However the mechanical synergy of the hand always goes from a fully open "slap" configuration to a fully 
closed "punch".

If you are wondering whether it is possible to command the hand to change this behavior or not, the 
answer is no.

8.9.2 Solution
As stated in the description (see Page 12)  chapter of the manual "The single-motor actuation makes the 
hand [...] simple-to-control (one single motor requires one single control signal to close and open the whole 
hand)". Thus there is no way to control each finger independently. For such a purpose you would need 
several motors with the consequent increase in complexity of the control.

Anyway, since the qb SoftHand can grasp a huge variety of objects with just one synergy, we prefer to 
have a simple and powerful device w.r.t. a bit more versatility alongside with a complex control system 
behind.

Quite for sure you can find another way to perform the task you have in mind. Have a look at our 
suggested articles and try to exploit those tips.

If you want some help with a specific task you will need to raise a "Feasibility Request" in our portal.

8.10 Simplified CAD models of the qb SoftHand
Error: com.atlassian.confluence.content.render.xhtml.XhtmlException: RuntimeException occurred while 
performing an XHTML storage transformation (null)

8.11 URCap installation
You can find the most up-to-date installation process in the official robot manual provided by Universal 
Robots10.

8.11.1 Step-by-step guide

CB-Series:

From the start view, go to "Setup Robot";
Then click on "URCap" to access the URCap settings;
Insert the provided USB flash drive and click on the "plus" at the bottom of the page;

https://www.universal-robots.com/support/
https://www.universal-robots.com/support/
https://www.universal-robots.com/support/
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From there select the flash drive, choose the file named qbsofthand-*.*.*.urcap in the root 
directory of the drive, and click "Open";
A reboot is needed to set the custom URCap available in robot system.

e-Series:

From the main view, go to "Settings";
Then click on the tab "System" and on the sub-tab "URCap";
Insert the provided USB flash drive and click on the "plus" at the bottom of the page;
From there select the flash drive, choose the file named qbsofthand-*.*.*.urcap in the root 
directory of the drive, and click "Open";
A reboot is needed to set the custom URCap available in robot system.

8.12 URCap uninstallation
You can find the most up-to-date uninstallation process in the official robot manual provided by 
Universal Robots12.

8.12.1 Step-by-step guide

CB-Series:

From the start view, go to "Setup Robot";
Then click on "URCap" to access the URCap settings;
From there you just need to select the URCap named "qb SoftHand" and click on the "minus" at the 
bottom of the page;
A reboot is needed to completely remove the URCap from your robot system.

NOTE:

The "asterisks" (*) in the above file names represent respectively the major, minor  and bugfix
numbers of the software version, e.g. qbsofthand-3.0.0.urcap.

To get more info about versioning, please refer to the Semantic Versioning standard11.



WARNING:

These steps may differ a little from the real ones. Please refer to the official robot manual in 
case this guide does not help you.



https://www.universal-robots.com/support/
https://www.universal-robots.com/support/
https://www.universal-robots.com/support/
https://semver.org/
https://semver.org/
https://semver.org/
https://semver.org/
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e-Series:

From the main view, go to "Settings";
Then click on the tab "System" and on the sub-tab "URCap";
From there you just need to select the URCap named "qb SoftHand" and click on the "minus" at the 
bottom of the page;
A reboot is needed to completely remove the URCap from your robot system.

WARNING:

These steps may differ a little from the real ones. Please refer to the official robot manual in 
case this guide does not help you.
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